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Foreword

This European Standard has been prepared by Technical Committee CEN/TC175 "Round and sawn
timber”, the Secretariat of which is held by AFNOR.

This standard is one of a series, being methods of measurement for round timber and sawn timber.

Other standards in this series are :

prEN 13039 - 2 : Round and sawn timber - Method of measurement of dimensions — Part 2:
Round timber.

EN 1310 : Round and sawn timber - Round Method of measurement of features.

EN 1311 : Round and sawn timber - Method of measurement of biological degrade.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by October 1997, and conflicting national standards
shall be withdrawn at the latest by October 1997. ‘

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Denmark,
Finland, France, Germany, Greece, lceland, Ireland, Italy, Luxembourg, Netherlands, Norway,
Portugal, Spain, Sweden, Switzerland and the United Kingdom.

1 Scope

This European Standard specifies the methods of measuring dimensions of sawn timber .

This standard applies to_hardwood and. softwood. sawn timber;both square edged and unedged.
This standard does not apply to tropical timber.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of
these publications apply to this European Standard only when incorporated in it by amendment or
revision. For undated references the latest edition of the publication referred to applies.

EN 844 - 1 Round and sawn timber — Terminology — Part 1 :General terms common to
round timber and sawn timber :

EN 844 - 3 Round and sawn timber — Terminology — Part 3: General terms relating to
sawn timber _

EN 844 - 4 Round and sawn timber — Terminology — Part 4: Terms relating to moisture
content

EN 844 - 6 Round and sawn timber — Terminology — Part 6: Terms relatin g to
dimensions of sawn timber

EN 844 - 7 Round and sawn timber - Terminology — Part 7: Terms relating to anatomical
structure of timber

EN 844 - 9 Round and sawn timber — Terminology — Part 9: Terms relating to features
of sawn timber

prEN 844 - 10 Round and sawn timber — Terminology — Part 10: Terms relating to stain and
fungal attack

prEN 844 - 11 Round and sawn timber — Terminology — Part 11: Terms relating to degrade
by insects

EN 1312 Wood ~ Determination of the batch volume of sawn timber -
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3 Definitions

For the purposes of this standard the definiti,qns in the standards listed in clause 2 apply.
4 Thickness

4.1 Apparatus

A measuring device, graduated to an accuracy of at least 0,1 mm.

4.2 Methods of measurement

4.2.1 Square edged timber

Measure the thickness in a direction perpendicular to the face in at least three places. The places
of measurement shall be clean and free from defects. Two of the Mmeasurement shall be taken near
b .

5.1 Apparatus

A measuring device graduated to an accuracy of at least 1 mm.
5.2 Methods of measurement

5.2.1 Square edged tiniber

Measure the width in a direction perpendicular to the longitudinal axis of the piece in at least three
positions. The places of measurement shall be clean and free from defects. Two of the

5.2.2 Unedged timber

Measure the width in accordance with the method specified in EN 1312 .
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6 Length

6.1 Apparatus

A measuring device graduated to an accuracy of at least 5 mm.
6.2 Method of measurement

Measure the length of the largest possible rectangular parallelepiped contained within the piece,
expressed in metres to two decimal places, rounded down.

7 Determination of the volume

The method of calculating the volume of single pieces (both Square edged and unedged), boules and
batches of sawn timber is given in EN 1312, \ o
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